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the 
SolaX  
inverter
The solar inverter is a critical technological 
component that is the heart of any PV plant. A solar 
inverter, or PV inverter, converts the variable direct 
current (DC) output of a photovoltaic (PV) solar panel 
into a utility frequency alternating current (AC) that 
can be stored or fed into a commercial electrical grid, 
allowing the use of ordinary commercial appliances. 
At SolaX we are creating the inverters of tomorrow.
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about  
SolaX  
Power
A division of the Suntellite Group, our vision is to be a world 
leader in the development, production and sales of inverters 
that incorporate innovative technologies and state of the art 
capabilities, providing our customers the power to harvest 
nature’s energy.

To create this technology we have employed more 
than 80 professors and senior engineers at our state 
of the art 240,000m2 production facility, that boasts 
over USD$20,000,000 of investment in professional 
equipment, including our SMT machine, automatic 
plug in line and our TÜV testing laboratory.

A company lead by innovation that is based on 
research, SolaX Power is proud to be affiliated 
with the Zhejiang University, currently ranked third 
amongst the best universities in China and home  
to the only national key silicon material laboratories 
in China’s Silicon Valley.

With this level of investment and innovation, SolaX 
products are designed, tested and manufactured 
to the highest global standards. Proudly supported 
by 16 international offices with 24-hour, 7 days per 
week online service, our products are exported 
to 47 countries via 200 distribution channels. 
SolaX products come with international module 
certifications such as TÜV, CE, SAA, UL, MCS, ROHS 
and inverter certificates, VDE, SAA, EN50438, G83, 
G59, C10/11.

As a brand committed to the responsibility  
of “planting a greener future” for you and your family, 
we have built a world class production facility with 
a leading professional research and development 
team. Our commitment is to supply to our customers 
a more advanced, reliable, safer and cost-effective 
range of PV products and energy system solutions, 
that are engineered to meet the world’s growing 
energy demands.

Our state-of-the-art facilities 
include an SMT machine, 
automatic plug in line and our 
TÜV testing laboratory.

Zhejiang University
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SolaX Solar Inverter
SN-TL1500 / 2200 & SL-TL1500 / 2200 / 2800 / 3000

High efficiency and long time working

SIngle pHaSe

High performance

 ∞ MPPT efficiency up to 99.9%
 ∞ Maximum efficiency up to 97.6%
 ∞ Maximum DC input voltage of 580V

 ∞ Wide MPPT voltage range allows more energy harvesting

Flexibility and reliability

 ∞ Low turn-off voltage and longer working time

 ∞ Fanless, quiet and low maintenance

 ∞ High protection class IP65 (indoor/outdoor use)

 ∞ Multiple protections: RCD, ISO, over voltage, and earth protection,etc

User-friendly

 ∞ Multi-lingual display

 ∞ Backlight 16 x 2 characters LCD

 ∞ RS485, Bluetooth, WIFI and 3G (optional) communication  
for monitoring

 ∞ “Plug and play” connection for easy installation and maintenance

 ∞ Single phase

X1
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SolaX Solar Inverter
SL-TL3300T / 3600T / 4400T / 5000T

High efficiency and wider usage

SIngle pHaSe DUal Mppt

High performance

 ∞ MPPT efficiency up to 99.9%
 ∞ Maximum efficiency up to 97.6%
 ∞ Maximum DC input voltage of 580V

 ∞ Dual MPP tracker and wide MPPT voltage range for more flexible

 ∞ Configuration and higher yield

Flexibility and reliability

 ∞ Low turn-off voltage and longer working time

 ∞ Fanless, quiet and low maintenance

 ∞ High protection class IP65 (indoor/outdoor use)

 ∞ Multiple protections: RCD, ISO, over voltage, and earth protection,etc

User-friendly

 ∞ Multi-lingual display

 ∞ Backlight 16 x 2 characters LCD

 ∞ RS485, Bluetooth, WIFI and 3G (optional) communication  
for monitoring

 ∞ “Plug and play” connection for easy installation and maintenance

Efficiency Curve

Conversion Efficiency

Output Power/Rated Power

X1
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SolaX Solar Inverter
ZDNY-TL10000 / 12000 / 15000 / 17000

optimized three phase inverter

tHree pHaSe DUal Mppt

High performance

 ∞ MPPT efficiency up to 99.9%
 ∞ Maximum efficiency up to 98.2%
 ∞ Maximum DC input voltage of 1000V

 ∞ Dual MPP tracker and wide MPPT voltage range for more flexible

 ∞ Configuration and higher yield

Flexibility and reliability

 ∞ Integrated DC switch

 ∞ OptiCool: temperature controlled fan

 ∞ High protection class IP65 (indoor/outdoor use)

 ∞ Multiple protections: RCD, ISO, over voltage, and earth protection, etc

User-friendly

 ∞ Multi-lingual display

 ∞ Graphic LCD display

 ∞ RS485, Bluetooth, WIFI and 3G (optional) communication  
for monitoring

 ∞ “Plug and play” connection for easy installation and maintenance

Efficiency Curve

Conversion Efficiency

Output Power/Rated Power

X3
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a qUalIty Inverter
SK-TL3000 / SK-TL3700 / SK-TL5000

When looking for a quality stand alone inverter that boasts 
performance that allows you to gain the most from your feed-in-tarrif, 
the Sunbank TL- 3000 Series is a guaranteed investment.

SelF-USe energy  
Storage SySteM
SK-SU3000 / SK-SU3700 / SK-SU5000

Remove your independence from traditional power providers 
considering the intellegent Sunbank SU3700 Series with charger.

As we know, Solar panels generate the most energy during the day  
when the sun is shining and when you and your family tend to use  
the least energy or have the lowest consumption levels. 

With ongoing increases in energy prices and the continual decrease 
of the feed-in-tariff, you must make the most out of your solar energy. 
Our X-Hybrid ‘Self-use Energy Storage System’ is the perfect solution  
to solve this problem and to get the most out of your solar energy  
both today and into the future. Our Hybrid solution makes it possible  
to utilise solar power time-independently by storing unused capacity.  
It converts and directs solar power to where it is needed, when it  
is needed. 

X 
HyBrID

SerIeS

SK-TL3000 / SK-TL3700 / SK-TL5000

SK-SU3000 / SK-SU3700 / SK-SU5000 WItH CHarger 11



WorkIng tHeory
Sunbank Self-use Energy Storge System converts DC 
electricity generated by solar panels to AC electricity 
for grid and load; to DC for the battery.

The electricity will be provided for load first, and the 
excess electricity will be stored in the battery, after 
the battery is fully charged, the electricity will be fed 
into the grid.

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
X-HyBrID aDvantageS

CoMpareD to traDItIonal  
grID-tIeD Solar SySteM

 ∞ Save money on your power bills by increasing  
the proportion of self-use electricity generated  
by your solar system from 30% to more than 70%.

 ∞ Save money by becoming independent from  
ever increasing energy prices.

 ∞ Protect your family and business from  
power outages.

 ∞ Reduce stress on the grid by reducing your  
solar power feed.

CoMpareD to otHer BranDS

reliable

 ∞ European and American made or designed  
key components.

efficient

 ∞ Highly effective solar power utilization  
and long battery life by intelligent designed 
charging module.

User-friendly

 ∞ Intelligent man-machine interaction mode.

Power control system

AC Grid

Bidirectional 
Charger

Bidirectional
Inverter

PVPV
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SUnBank Solar Inverter For SelF-USe

Model SK-SU3000 SK-SU3700 SK-SU5000

 
➤ InpUt (dC)

Max. recommended DC power [W] 3300 4000 5000

Max. DC voltage[V] 550

Norminal DC operating voltage[V] 360

MPPT voltage range [V] 125-530

Max. input current [A] 12/12 12/12 12/12

Max. short circuit current [A] 15/15 15/15 15/15

Number of MPP trackers 2 2 2

Strings per MPP tracker 1 1 1

 
➤ oUtpUt (AC)

AC nominal power [W] 3000 3680 4600

Nominal AC voltage; range [V] 230VAC 50Hz; 180~270VAC

AC nominal current [A] 13 16 20

Max. AC current [A] 14.4 16 22.1

Total harmonic distortion (THD) <3%

Power factor (rated power) 1

Displacement Power Factor 0.95 overexited...0.95 underexited

 
➤ BAttery MAnAger

Battery type Lead-acid battery/lithium battery

Battery nominal voltage [V] 48

Battery capacity 4.8KWh, support up to 3 external expansions

Max. charging current [A] 25

Charging curve 3-stage adaptive with maintenance

Over-current protection/Over-temperature protection YES

Communication interfaces Can/RS232

 
➤ ChArge

Max.power[W] 1300

Max.charge current[A] 25

Max.charge efficiency   0.93

Depth of discharge    80%(adjustable)

 
➤ dISChArge

Max.power[W] 1300

Max.discharge current[A] 25

Max.discharge efficiency   0.93

 
➤ effICIenCy

MPPT efficiency 99.9% 99.9% 99.9%

Euro-efficiency 97.0% 97.0% 97.0%

Max. efficiency 97.6% 97.6% 97.6%

Standby losses <3W
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SUnBank Solar Inverter For SelF-USe

Model SK-SU3000 SK-SU3700 SK-SU5000

 
➤ dISplAy

LCD Backlight 16*4 character

Communication interfaces Ethernet/Dry contact (wifi optional)

LED light 4

Button 4

 
➤ otherS

DC switch Integrated

Max No. of surpported Extenal expasion 4

Operating temperature range [°C]  -20~+50 (derating at 40)

Storage stability range [°C] -20~+60

Altitude [m]  <2000

Cooling concept Forced airflow

Noise emission (typical) [dB] <40

Humility [%] 0~90 (non-condensing)

Degree of protection IP20 (for indoor use)

Overvoltage category III (electric supply side), II (PV side)

EMC IEC61000-6-1/2/3/4

Topology Transformer-less

Warranty Standard 5 years

Dimensions (W /H / D) [mm] 635 x 520 x 150 

Weight [kg] 25

Certificate Germany, Australia,Belgium, Netherlands, Danmark, Austria 
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SUnBAnK BAttery MAnAger UnIt

Model SK-BMU1300

➤ BAttery MAnAger

Battery type Lead-acid battery/lithium battery

Battery nominal voltage [V] 48

Battery capacity 4.8KWh, support external expansion

Max. charging current [A] 25

Charging curve 3-stage adaptive with maintenance

Over-current protection/Over-temperature protection YES

Communication interfaces Can/RS232

➤ ChArge

Max.power[W] 1300

Max.charge current[A] 25

Max.charge efficiency   0.93

Depth of discharge    80%(adjustable)

➤ dISChArge

Max.power[W] 1300

Max.discharge current[A] 25

Max.discharge efficiency   0.93

➤ otherS

Operating temperature range [°C]  -20~+50 (derating at 40)

Storage stability range [°C] -20~+60

Altitude [m]  <2000

Cooling concept Forced airflow

Noise emission (typical) [dB] <40

Humility [%] 0~90 (non-condensing)

Degree of protection IP20 (for indoor use)

EMC IEC61000-6-1/2/3/4

Warranty Standard 5 years

Dimensions (W /H / D) [mm] 200 x 520 x 150 

Weight [kg] 10

Certificate Germany, Australia,Belgium, Netherlands, Danmark, Austria
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SUnBAnK SolAr Inverter

Model SK-tl3000 SK-tl3700 SK-tl5000

➤ InpUt (dC)

Max. recommended DC power [W] 3300 4000 5000

Max. DC voltage[V] 550

Norminal DC operating voltage[V] 360

MPPT voltage range [V] 125-530

Max. input current [A] 12/12 12/12 12/12

Max. short circuit current [A] 15/15 15/15 15/15

Number of MPP trackers 2 2 2

Strings per MPP tracker 1 1 1

➤ oUtpUt (AC)

AC nominal power [W] 3000 3680 4600

Nominal AC voltage; range [V] 230VAC 50Hz; 180~270VAC

AC nominal current [A] 13 16 20

Max. AC current [A] 14.4 16 22.1

Total harmonic distortion (THD) <3%

Power factor (rated power) 1

Displacement Power Factor 0.9 overexited...0.9 underexited

➤ effICIenCy

MPPT efficiency 99.9% 99.9% 99.9%

Euro-efficiency 97.0% 97.0% 97.0%

Max. efficiency 97.6% 97.6% 97.6%

Standby losses <3W

➤ dISplAy

LCD  Backlight 16*4 character

Communication interfaces Ethernet/Dry contact (wifi optional)

LED light 4

Button 4

➤ otherS

DC switch Integrated

Max No. of surpported Extenal expasion 4

Operating temperature range [°C]  -20~+50 (derating at 40)

Storage stability range [°C] -20~+60

Altitude [m]  <2000

Cooling concept Forced airflow

Noise emission (typical) [dB]  <40

Humility [%] 0~90 (non-condensing)

Degree of protection IP20 (for indoor use)

Overvoltage category III (electric supply side), II (PV side)

EMC IEC61000-6-1/2/3/4

Topology Transformer-less

Warranty Standard 5 years

Dimensions (W /H / D) [mm] 635 x 520 x 150 

Weight [kg] 25

Certificate Germany, Australia,Belgium, Netherlands, Danmark, Austria
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CoMMon FeatUreS For  
all MonItorIng SySteMS

 ∞ Remote monitoring via Suntellite Portal

 ∞ A variety of communication methods  
available, including Ethernet, WiFi, and 3G

 ∞ Quick installation and easy operation with  
“Plug & Play” function

 ∞ Storage of over 25 years

 ∞ Graphical display of PV system data on  
Suntellite Portal

 ∞ Operation failures can be detected rapidly  
and transmitted via email or SMS

 ∞ Report of collected data and performance  
can be sent via email regularly Free  
standard access to Suntellite Portal for the  
entire service life of the PV system

ZDny-We01-D

How it works

1. You install the X app onto your mobile devices.

2. Operating within a 50 meter radius, the X app  
will then search and connect to the X inverter.

3. Once connected you can then easily monitor 
the inverter data via our X app and your mobile 
device.

X-monitoring  
SyStem
tHey Can talk!
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*Xcloud is the brand name for our SolaX Server

WIFI/CABLE

wIfI/CABle

ZDny-We01

How it works

1. Our Inverters upload operational data to the 
Xcloud* via WIFI.

2. Xcloud collects and processes that data every  
30 seconds.

3. You can then monitor the data by simply logging 
into a registered account via your PC, iPhone or 
Android device.

We Make It SIMple

X-MonItorIng SySteM
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no WIFI @ HoMe? We StIll Have 3g!

3g

ZDny-g01

How it works

1. Our Inverters upload operational data to Xcloud* 
via a built-in 3G SIM card.

2. Xcloud collects and processes that data every  
30 seconds.

3. You can then monitor the data by simply logging 
into a registered account via your PC, iPhone or 
Android device.

*Xcloud is the brand name for our SolaX Server

X-MonItorIng SySteM
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proDUCt CertIFICateS
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SolaX PoWER–DiviSion of SuntEllitE GRouP 

Research & Development Centre: Hangzhou Zhe Jiang university

Address  Building A, National University Science and Technology  

Park of Zhejiang University. 

525, Xixi Rd, Hangzhou, Zhejiang Province, China, 310007

Sales & Manufacture

Address  288, Shizhu Rd, Tonglu Economic Development Zone,  

Dongxing District, Tonglu, Zhejiang Province, China, 311500

Tel +86(571)-58509376 

Fax +86(571)-58509386  

Email info@solaxpower.com 

Copyright 2013 Suntellite. All rights reserved. Specifications subject to change without notice.


